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Product reference: CL200/CL250 Chainlink Roller Grille 

Performance: Not applicable 

Arrangement: Vertically operating roller grille for face/reveal fixing.
Construction: Manufactured from aluminium tubes and links on aluminium rods. Curtain made in brick bond pattern (CL200) or inline pattern (CL250). 
Tube size 111mm x 13mm; 
Link size 86mm x 16mm x 3mm; 
Steel guides 65mm x 32mm or 50mm x 32mm; 
Aluminium T section Bottom rail. 
Canopy (optional): Galvanised pressed metal sheet to enclose the rear of the shutter barrel and curtain assembly.

Finish as delivered: 
Standard finish is anodised natural curtain and bottom rail with galvanised steel guides. 
Curtain can be manufactured from polished stainless steel tubes and links.
Complete shutter can be powder coated to any RAL colour (some non-standard colours may increase the delivery time).

Operation:
Manual push up/pull down operation; or
Electric operation by internal tubular motor with manual override facility. Safety Brake fitted when required to comply with BS EN 13241:2003-1 (HVP Security Shutters’ general policy is to fit a safety brake unless specified otherwise).
Locking options: Bottom rail central key lock, Guide pin locks, or Ground padlocking system. Electrically operated grilles are generally Self Locking. For additional security HVP Security Shutters recommends guide pin locks or a ground padlocking unit combined with a motor isolator box.

Other requirements:
