L20 Doors/ Shutters/ Hatches

610 Roller shutter doors 

Specification Text 

Manufacturer: HVP Security Shutters Ltd, 4 Grace Road West, Marsh Barton, Exeter, EX2 8PU. Tel: 01392 270 218. Fax: 01392 278 548. Email: info@hvpshutters.co.uk Website: www.hvpshutters.co.uk

Product reference: HVP75 Industrial Roller Shutter
 

Arrangement: Vertically operating roller grille for face/reveal fixing.


Construction: Manufactured from 75mm galvanised steel curved lath with a minimum thickness of 22swg increasing to 18swg depending on size. Manufactured to BS EN 10142 and 10143 with a zinc coating of 275g/m2 with hard wearing nylon or steel end locks. Galvanised guides - standard 65mm x 32mm x 3mm increasing to 95mm x 45mm x 3mm depending on size of opening. Galvanised bottom rail - cold rolled T section.

Canopy (optional): Galvanised pressed metal sheet to enclose the rear of the shutter barrel and curtain assembly.


Finish as delivered: Standard finish of curtain, guides and bottom rail to be galvanised. Complete shutter can be powder coated to any RAL colour (some non-standard colours may increase the delivery time). HP200 Plastisol finish available on request.
Operation: Handchain operation; or electric operation by 3 phase motor with hand chain manual override and safety brake fitted as standard.


Locking options: Electrically operated grilles are generally Self Locking. For additional security HVP Security Shutters recommends guide pin locks or a ground padlocking unit combined with a motor isolator box. Handchain shutters lockable with chain locking cleat. 
Other requirements:
